
PREFABRICATED STEEL PITS
- Total Solutions from a Single Source

•	 Quick and cost effective installation.
•	 100% watertight solution that can be used where high water tables prevail.
•	 Robustness with long lifetime and low maintenance cost.
•	 Built to specifications.
•	 Easily lifted horizontally through the garage gate. 
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The pits are fully sealed against water ingress, and 
are equipped with many features as standard, 
there is also a long list of optional accessories 
that can be added according to the individual 
needs.

Using the latest computer aided design 
principles, each pit is designed from the ground 
up. With load bearing calculations integral to the 

design of each pit, the ground conditions and 
proposed application are taken into account.

Experience has shown that the quality and 
specification of the engineering is reflected in 
the ease and economy of installation,  reducing 
the overall cost to the customer.

Prefabricated Steel Pits Ready for  
Installation

PREFABRICATED STEEL PITS

All connections, 
pipework, electrical 

cables, and extra equipment 
are preinstalled at the factory 
according to the customer’s 
specifications, allowing the pit to 
be easily and quickly installed, 
causing the minimum 

disruption to your everyday 
business.

Installation
Prior to installation, we arrange meetings with 
the customer, supply relevant engineering plans 
and technical drawings, and give the customer 
detailed instructions regarding excavation and 
backfill of concrete. The actual installation, 
adjustment, fastening, and connection of the pit 
is conducted by our professional service team. 
As the pit normally comes in one piece and is 
prepared before delivery, it only takes

3 - 5 working days to install a fully operational 
pit, making it easy for precise and detailed 
planning. In special cases the pit is delivered in 
separate modules that are joined on site by our 
coded welding experts.
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Both the BM60 and BM61 pits are supplied 
with a 10 year guarantee against any 
manufacturing defects and are constructed 
according to international standards. Both 
internal and external seams are welded. The 
pits are fitted with integral sump and safety 
lighting as standard and all electrical cables 
are contained within steel conduits. Both 
designs are used extensively by bus and coach 
operators, general haulage operators and with 
commercial vehicle workshops. More than 3,000 
successful installations have been completed.

BM61 is a wider pit than the BM60, making 
easier accomodation of lubrication and other 
equipment. An additional advantage of the 
BM61 is that it can easily accommodate a floor 
mounted jack in addition to the increasingly 
popular rail mounted jack. As standard the 
construction of both BM60 and BM61 allows for 
vehicles with a maximum axle weight of 20.000 
kg.

•	 Self-supporting design with variable methods 
of installation.

•	 Reinforced sides and floor - minimises amount 
of concrete to backfill.

•	 Fully sealed against water - can be used 
where high water tables prevail.

•	 Integrated pit jack rail - up to 30 tonnes axle 
capacity.

•	 Internal compressed air and waste oil pipe 
work fitted.

•	 Access steps and escape ladder of steel 
construction.

•	 Lighting, fully pre-wired within steel conduit.

•	 Centrally located sump for collection of 
spillages.

•	 Checker plate floor and stairs.

•	 Black painted floor, white painted walls.

•	 Exterior of pit treated with bitumen.

•	 Pit boarded, sealed and covered with 
visqueen to protect pit during installation.

•	 Every inspection pit is supplied with civil 
drawings and design calculations.

•	 Full project management support during 
manufacture and installation.

•	 Each pit must pass a rigorous quality 
control inspection before leaving our 
production facility. Each pit is backed by a 
comprehensive 10 year guarantee.

Two different designs Standard features

FEATURES
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BM60 BM61

Installation Design Options
•	 Recesses for roller brake tester and hydraulic 

wheel play detector.
•	 Prepared for mounting of BM Chassis Load 

Simulation system.
•	 Emergency exit tunnels.
•	 Service tunnels connecting adjacent pits.
•	 Modular concept - can be designed in 

practically any lenght, width, and depth.
•	 Lighting, cables, sockets, and plugs.
•	 Removable stairs/enclosed stairs.
•	 Side access steps.
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Texts and photos may present optional equipment available at additional cost. All functionality, features, specifications and other product information provided in this document including, but not 
limited to, the benefits, design, pricing, components, performance, availability, and capabilities of the product are subject to change without notice or obligation.

BM AUTOTEKNIK A/S
Erhvervsparken 7
DK-9632 Møldrup
Denmark
Tel.: +45 8669 2022
www.bmtest.dk

In addition to the range of standard features and design options, BM also offers a range of ac-
cessories, including equipment that enhances the security when working in and around the pit.

BM can also supply and install a complete, fully operational workshop facility including brake 
testing equipment, lifting equipment, compressed air and lubrication systems, as well as exhaust 
extraction systems.

Accessories and Optional Extras

PIT BRIDGE
Light weight and portable 
aluminium and steel pit bridge 
with removable handrails. 
Allows a person to cross a pit 
in a safe manner or work on 
vehicles above the pit.

PIT COVER
Pitsafe cover complete with 
full installation instructions, 
posts and chains and storage 
carry bag. Can be easily fitted 
to all existing pits.

PIT JACKS
20 tonne twin ram air 
operated commercial pit 
jack and attachments. Load 
tested and certified.

PIT BEAM
10 tonne lifting beam.
Individually manufactured to 
any width. Load tested and 
certified. 

WASTE OIL DRAINER
A highly portable 100 L waste 
oil drainer, the unit includes 
a safety valve, for avoiding 
overpressure and a 1.5 m 
discharge hose.

RADIUS/TURNING PLATES
Loading bearing to 20 tonne 
per axle, multiple roller 
bearings and powder coat 
finish.

GREASE TROLLEY
Mobile 3-wheel and airdriven 
55:1 grease pump for 50 kg 
with Ø395 mm follower plate.

PIT PROTECTION BARRIER
Prevent accidents with 
high visibility pit barriers. 9m 
retractable tape. 

ROLLER BRAKE TESTER
All roller brake testers from 
BM Autoteknik A/S can be 
mounted in the pit.

WHEEL PLAY DETECTOR
Hydraulic wheel play detector 
for 20 tonne axle weight with 
automatic self aligning plates 
after use. Can be delivered 
with cable or remote control.


